
Údaje potrebné pre zadanie do xml formátu: 
 

 

 

 

1.2          OPERATIONAL POINT 
 

1.2.0.0.0           Generic information 

1.2.0.0.0.1      OPName / Name of Operational point 

1.2.0.0.0.2     UniqueOPID /Unique OP ID         

1.2.0.0.0.3  OPTafTapCode / OP TAF TAP primary code 

1.2.0.0.0.4        OPType / Type of Operational Point 

1.2.0.0.0.5        OPGeographicLocation / Geographical location of Operational Point 

1.2.0.0.0.6      OPRailwayLocation / Railway location of Operational point 

                      

1.2.2       OPSiding / SIDING 

1.2.2.0.0  Generic information 

1.2.2.0.0.1    IM’s Code / IM’s Code 

1.2.2.0.0.2    OPSidingIdentification / Identification of siding (INF) 

1.2.2.0.2        IPP / Performance parameter 

1.2.2.0.2.1      IPP_Length / Usable length of siding 

1.2.2.0.3  Line layout 

1.2.2.0.3.1      ILL_Gradient / Gradient for stabling tracks 

1.2.2.0.3.2      ILL_MinRadHorzCurve / Minimum radius of horizontal curve 

1.2.2.0.3.3  ILL_MinRadVertCurve / Minimum radius of vertical curve 

 


